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systems are installed to satisfy re-
quirements in § 89.109 or for other rea-
sons and regardless of form or inter-
face. Diagnostic systems must be free
of all such codes when the rebuilt en-
gine is returned to service. Such sig-
nals may not be rendered inoperative
during the rebuilding process.

(e) When conducting a rebuild with-
out removing the engine from the
equipment, or during the installation
of a rebuilt engine, all critical emis-
sion-related components listed in 40
CFR part 86, subpart B, not otherwise
addressed by paragraphs (b) through (d)
of this section must be checked and
cleaned, adjusted, repaired, or replaced
as necessary, following manufacturer
recommended practices.

(f) Records shall be kept by parties
conducting activities included in para-
graphs (b) through (e) of this section.
The records shall include at minimum
the hours of operation at time of re-
build, a listing of work performed on
the engine, and emission-related con-
trol components including a listing of
parts and components used, engine pa-
rameter adjustments, emission-related
codes or signals responded to and reset,
and work performed under paragraph
(e) of this section.

(1) Parties may keep records in what-
ever format or system they choose as
long as the records are understandable
to an EPA enforcement officer or can
be otherwise provided to an EPA en-
forcement officer in an understandable
format when requested.

(2) Parties are not required to keep
records of information that is not rea-
sonably available through normal busi-
ness practices including information on
activities not conducted by themselves
or information that they cannot rea-
sonably access.

(3) Parties may keep records of their
rebuilding practices for an engine fam-
ily rather than on each individual en-
gine rebuilt in cases where those re-
build practices are followed routinely.

(4) Records must be kept for a min-
imum of two years after the engine is
rebuilt.

[63 FR 57005, Oct. 23, 1998]

Subpart C—Averaging, Banking,
and Trading Provisions

§ 89.201 Applicability.

Nonroad compression-ignition en-
gines subject to the provisions of sub-
part A of this part are eligible to par-
ticipate in the averaging, banking, and
trading program described in this sub-
part.

[59 FR 31335, June 17, 1994. Redesignated at 63
FR 56995, Oct. 23, 1998]

§ 89.202 Definitions.

The definitions in subpart A of this
part apply to this subpart. The fol-
lowing definitions also apply to this
subpart:

Averaging for nonroad engines means
the exchange of emission credits
among engine families within a given
manufacturer’s product line.

Banking means the retention of
nonroad engine emission credits by the
manufacturer generating the emission
credits for use in future model year
averaging or trading as permitted by
these regulations.

Emission credits represent the amount
of emission reduction or exceedance,
by a nonroad engine family, below or
above the emission standard, respec-
tively. Emission reductions below the
standard are considered as ‘‘positive
credits,’’ while emission exceedances
above the standard are considered as
‘‘negative credits.’’ In addition, ‘‘pro-
jected credits’’ refer to emission cred-
its based on the projected applicable
production/sales volume of the engine
family. ‘‘Reserved credits’’ are emis-
sion credits generated within a model
year waiting to be reported to EPA at
the end of the model year. ‘‘Actual
credits’’ refer to emission credits based
on actual applicable production/sales
volume as contained in the end-of-year
reports submitted to EPA. Some or all
of these credits may be revoked if EPA
review of the end-of-year reports or
any subsequent audit action(s) uncov-
ers problems or errors.

Trading means the exchange of
nonroad engine emission credits be-
tween manufacturers.

[59 FR 31335, June 17, 1994. Redesignated at 63
FR 56995, Oct. 23, 1998]
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